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PHARMA
NS1001 L

• The Pharma model is a small table-top laboratory unit designed for continuous
operation up to 1500 bar, suitable for microsizing tests on many different fluids.

• The Pharma model’s flexibility makes it a useful tool for the pharmaceutical,
biopharm and cosmetic industries.

Main Features:
- Compact design for easy installation, use and maintenance

- Suitable for pharma applications

- Electropolished version (Ra ≤ 0,5 µm)

- Standard FDA approved gaskets

- Suitable for CIP/SIP, cGMP validation documentation available upon request

- Suitable for in-line installation, with Tri-Clamp® connections to a feeding and a discharge tank

- Three-phase electricity is the only utility needed (230/60Hz)

- No need for cooling/lubrication water

- cGMP validation documentation upon request

Design Features and Performances:
- Max operating pressure 1500 bar / 21,750 psi

- Flow rate of 10 l/h / 2.6 gph @ 1500 bar / 21,750 psi (at 50 Hz (3ph))

- Minimum sample volume approx 200 ml / 6.8 oz

- Internal volume 12 cm3
 / .71 in 3 

- Three-phase motor 1,1 kW 400V / 50 Hz

- Weight 85 Kg / 180 lbs

- Dimensions W 460 mm / 18 in  x H 420 mm / 17 in x L 800 mm / 31 in

- Connections in/out 1/2” Tri-Clamp®
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*dimension in millimeter / inches

GEA Process Engineering Inc. • 9165 Rumsey Road • Columbia, MD 21045
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